6С56 
PENTAGRID AMPLIFIER 


7-PIN MINIATURE TYPE 
GENERAL DATA 


Electrical: 
Heater, for Unipotential Cathode: 


Уаде: та жок vemm ӨЗ ір жор Ж 
ОШГГеП а бшк ж Жас» ОЗ лак Жоао et d сла 0 
Direct Interelectrode Capacitances (Approx.):? 
Grid No.1 to plate. . .. .. so s s 0.07 max. - 
Grid No.3 to plate... ........ 0.36 max. 
Grid No.1 to grid No.2 .. .. . . sao 0.22 max. + 


Grid No.1 to cathode & grid No.5, 

grid No.4 & grid No.2, grid 

No.3, and һедег......... AY 529 
Grid No.3 to cathode & grid №. 5, 

grid No.4 & grid No.2, grid 

No.1, and heater . . . . sos s sso 7 
Plate to cathode & grid No. 5; 

grid No.4 & grid No.2, grid 

No.3, grid No.1, and heater. . . . .. 755 


Characteristics, Class m Amplifier: 


Plate Voltage. . . . . . . Zo. 00 100 
Grid-No.2 & Grid-No.4 Voltage. rM 30 30 
Grid-No.3 Voltage. . . . . . . -. - -1 0 
Grid-No.1 Уо\їаае.......... 0 -1 
Plate Resistance (Арргох.} ..... 0.7 1 
Grid-No.3-to-Plate Transconductance. 1500 = 
Grid-No. 1-to-Flate Transconductance. 1100 
Plate Current; s e- a бое 0.8 1 
Grid-No.2 & Grid- No. 4 Current. sour Du 1.3 
Grid-No.3 Voltage (Approx.) for 

plate current of 50 малр..... -2.2 - 
Grid-No.1 Voltage (Approx.) for 

plate current of 50 ратр..... - -2.5 


EMEN 


Mechanical: 


Mounting Position. „еее 
Maximum Overall Length . . s s so s e s s e so es coo 
Maximum Seated (епдіһ................. 
Length, Base Seat to Bulb Top. (Excluding tip). 1-1/2" + 3/32" 
Maximum О!ате©еег.................... 3/4" 
Dimensional Outline. . . . . . . .. e . „бее General Section 
Bul лк AE И ца ао ас ЯЛАР Әбу T- 2. 


Pin 1- Grid No.1 Pin 5 - Plate 


Pin 2 - Cathoae, Pin 6 - Grid No.2, 
Grid No.5 a (9 Grid No.4 
Pin 3 - Heater V 3 Pin 7 - Grid No.3 
Pin 4 - Heater CRIN | AD 
(0 
Without external snield. =- indicates a change. 
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6С56 
PENTAGRID AMPLIFIER 


GATED AMPLIFIER SERVICE 


Maximum Ratings, Design-Center Values: 


PLATE DISSIPATION., ... 2... 
GRID-No.2 & GRID-No.4 INPUT: 
For grid-No.2 & grid-No.4 voltages 


For grid-No.2 & grid-No.4 voltages 


PEAK HEATER-CATHODE VOLTAGE: 
Heater negative with 


Heater positive with 


Plate Voltage. ............. 10 
Grid-No.2 & Grid-No.4 Voltage. . . . . . 30 
Grid-No.3 Voltage. ........... 0 
Grid-No.1 Voltage. ........... 0 
0 
5 


-|Plate Current. . . . . . . алы Ы тд 


2. 
--|Grid-No.2 & Grid-No.4 Current, Vox de uS ас 4. 


Maximum Circuit Values: 


А The dc component must not exceed 100 volts. 


8-56 
TUBE DIVISION 
RADIO CORPORATION OF AMERICA, HARRISON, NEW JERSEY 


PLATE УО(ТАСЕ,............. 300 тах, 
GRID-No. 2 & GRID-No.4 SUPPLY VOLTAGE . . 300 max. 
GRID-No.2 & GRID-No.4 VOLTAGE. . . See Grid-No.2 Input Rating 

Chart at front of Receiving Tube Section 


up to 150 уо145........... 1 max. 
between 150 and 300 volts. . . See Grid-No.2 Input Rating 
Chart at front of Receiving Tube Section 

CATHODE СОВКЕКТ.............. 14 max. 


respect to cathode . . . . . . so 200 max. 


respect to cathode . . . . . . . . 2004 max. 


Typical Operation as Sync Separator and Sync Clipper: 


Grid-No.1-Circuit Resistance . . . . . . 0.47 max. 
Grid-No.3-Circuit Resistance . . . . . . 2.2 max. 


— Indicates a change. 


volts 
volts 


watt 


watt 


ma 
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AVERAGE CHARACTERISTICS 
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AVERAGE CHARACTERISTICS 
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